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 SDG Series Generating Rates  

            

Max Power(50HZ) Kva 5 

Rated Speed r.p.m 3000 

Standard Voltage V 220/230 

Rated Frequency HZ 50 

Rated at power factor Cos Phi 1 
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Open

 

All products with quality certification ISO 9001,CE CNAS ,SGS ,BV Inspection available.  

 

HOME&COMERCIAL USE RANGE 
Open&Silent 

 

Fiche technique

 DEPARTEMENT OUTILLAGE

GROUPE ELECTROGENE 5KVA DIESEL MONOPHASE

SEVICE  SDG5000E 

Rated Power(50HZ) Kva 4.5 

All above products with quality certification ISO 9001, CE 
 
 

Noisy Level db@7m Open:85    Silent:70 

Dimension(LxWxH) mm Open: 710x495x620  Silent:945x565x790 

Gross Weight kg E:149 
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  Application Data 

 

Type 
Single cylinder,in-lined, 4-stroke, 

air-cooled, direct injection 

Bore*stroke[mm(in)] 86*72 

Displacement[ml(cu. in)] 418 

Compression ratio 19:1 

Rated output power[kW/rpm] 5.9/3000 

Lubrication system Pressure splashed 

Lube oil brand Above CD SAE 10W-30,15W-40 

Fuel consumption rate[g/kW.h] 3000rpm:   <=275 

Fuel type Diesel 0#(summer)or-10#(winter),-35#(cold) 

Fuel tank capacity(L) 12.5/16 

Continuous running time(H) 8/9.5 

 

12V Electric starter 

Starting motor capacity 12V 0.8KW 

Charging generator capacity 12V 3A 

Battery capacity 12V 30AH 
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  Generator Feature 
 

Two-stage muffler device 
Scientific damping effect, patent two-stage muffler silencer, advanced air-flue design and muffler device. 
 
Strong power 
With Firmanl four-stoke diesel engine, new tip-clearance fuel pump and bottom inertia injection technology, makes 
burning full and power strong. 
 
High conversion efficiency 
100% copper alternator, class F insulation, high conversion efficiency, smart AVR controller ensures stable voltage and 
less voltage waveform distortion 
 
Preheating device 
With air-preheating device, it can be easily started at low temperature. 
 

Nous informons notre aimable clientèle que tous les produits dans notre magasin sont couverts par une garantie commerciale et un S.A.V.
Merci de vous rapprocher de nos commerciaux pour plus d’informations.  

Engine                                        SDG5000E           

Model            SDE186FAE 

Starting System                              SDG5000E 

Starting system 


